
 
  

Fastener: stainless steel – EN 10088               
steel grade 1.4301, 1.4401, 1.4567, 1.4578 

Washer: stainless steel – EN 10088               
steel grade 1.4301 or 1.4401 

Component I: Aluminum Rm ≥ 165 N/mm² – EN 573 
 
Component II: S235 to S275 – EN 10025-1 
 S280GD to S350GD – DIN EN 10346 

 

 

 

 

 

                                                  

                    Component II, Steel tII in mm                   
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  0,40 0,50 0,55 0,63 0,75 0,88 1,00 1,13 1,25 1,50   

0,40 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08 0,08   

0,50 0,08 0,08 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63 0,63   

0,60 0,08 0,08 0,63 0,63 0,70 0,70 0,81 0,81 0,81 0,81 0,81 0,81 0,81 0,81 0,81 0,81 0,81 0,81 0,81 0,81   

0,70 0,08 0,08 0,63 0,63 0,70 0,70 0,81 0,81 0,81 0,81 0,81 0,81 0,81 0,81 0,85 0,85 0,89 0,89 0,97 0,97   

0,80 0,08 0,08 0,95 0,63 0,70 0,70 1,38 0,81 1,38 0,81 1,38 0,82 1,38 0,89 1,38 0,95 1,38 1,01 1,38 1,14   

0,90 0,08 0,08 0,95 0,63 0,95 0,73 1,38 0,89 1,38 0,97 1,39 1,39 1,39 1,39 1,39 1,39 1,39 1,39 1,39 1,39   

1,00 0,08 0,08 0,95 0,63 0,95 0,74 1,38 0,90 1,90 0,97 1,90 1,39 1,90 1,68 1,90 1,68 1,90 1,68 1,90 1,68   

1,20 0,08 0,08 0,95 0,63 0,95 0,74 1,38 0,90 1,90 0,97 1,90 1,39 1,90 1,68 1,90 1,73 1,94 1,94 1,94 1,94   

1,50 0,08 0,08 0,95 0,63 0,95 0,74 1,38 0,90 1,90 0,97 2,38 1,39 2,38 1,68 2,38 1,73 2,38 1,94 2,38 2,34   

2,00 0,08 0,08 0,95 0,63 0,95 0,74 1,38 0,90 1,90 0,97 2,38 1,39 2,38 1,68 x x x x x x   

      NR,II,k 

0,59 0,87 0,99 1,18 1,47 1,87 2,23 2,40 2,55 2,55 

  

      in   

      kN 1) 
 

                                                  

Old value  I  New Value 
For NR,II,k according to EN 1999-1-4. 
For tI and tII ≤ 0.88 mm component I and component II may consist of steel up to strength class S550GD. 

Fastening screw made of Stainless steel with  
sealing Washer ø ≥ 16mm 

RP-T2-(LK-)(FK-) 6,0xL 
RP4-T2-(LK-)(FK-) 6,0xL 
RP8-T2-(LK-)(FK-) 6,0xL 

 

 
 
 
 

NEW 

Drilling performance: Σ ti ≤ 3,0 mm;  
 

Timber substructure:   Performance not assessed 


