Fastener: stainless steel — EN 10088

2P16, N steel grade 1.4301, 1.4401, 1.4567, 1.4578
115 118 Washer: stainless steel — EN 10088
| i steel grade 1.4301 or 1.4401
( ] Component I:  Aluminum Rm =215 N/mm? — EN 573
=¥ " p : 2
~ o Component II: S235 to S275 — EN 10025-1
S280GD to S350GD - DIN EN 10346
Drilling performance: 2 ti< 3,0 mm;
TX/SIT

Timber substructure:  Performance not assessed
RA RA

Dimensions in mm

Component Il, Steel tll in mm

0,4 0,5 0,55 0,63 0,75 0,88 1 1,13 1,25 15

0,4 0,11 |o0,11}0,11 0,110,211 }0,11 0,11 | 0,11 0,110,211} 0,11 | 0,11} 0,11 | 0,11} 0,11 | 0,11} 0,11 | 0,11 | 0,11 | 0,11

0,5 0,11 |o0,11f0,82|0,82|0,82|0,82]0,82|0,82)0,82|0,82]0,82|0,82}/0,82|0,82}|0,82]0,82]|0,82]|0,82| 0,82 | 0,82

0,6 0,11 |o0,11(0,820,82]091(0,91]1,05]|1,05]|1,05]|105]| 1,05 1,05| 1,05 1,05 1,05 | 1,05] 1,05 | 1,05 | 1,05 | 1,05

0,7 0,11 |o0,11}(0,820,82]091|0,91]1,05|1,05]|1,05]|1,05]| 1,05 1,05]| 1,05 | 1,05 110 1,1 | 1,15 (1,15 | 1,27 | 1,27

0,8 0,11 |0,11124(082]124(091]179|105|1,79|105|1,79|105|179(109]|179 116|179 123|179 1,36

Vriin kN

0,9 0,11 |0,11124(0,82]124(091]179|105|1,79|105|1,79|1,05|1,79 (127179 (138|179 149|179 ]| 171

Component |, t,in mm,
Aluminium Ry, >215N/mm?

1 0,11 |0,11124(0,82]124 (0,9 |1,79|1,05|248| 127|248 |1,27|248 (219248 219|248 2,19 2,48 | 2,19

1,2 0,11 | 0,11 ) 1,24 | 0,82 | 1,24 | 0,96 | 4,79 | 1,05 | 2,48 | 1,27 | 2,48 | 1,27 | 2,48 | 2,19 | 2,48 | 2,26 | 2,53 | 2,53 | 2,53 | 2,53

1,5 0,11 | 0,11 1,24 | 0,82 | 1,24 | 0,96 | 1,79 | 1,05 | 2,48 | 1,27 | 2,48 | 1,27 | 2,95 | 2,19 | 2,95 | 2,26 | 2,95 | 2,53 | 3,05 | 3,05

2 0,11 | 0,11 1,24 | 0,82 | 1,24 | 0,96 | 1,79 | 1,05 | 2,48 | 1,27 | 2,48 | 1,27 | 2,95 | 2,19 X X X X X X
Nriik

in 0,59 0,87 0,99 1,18 1,47 1,87 2,23 2,4 2,55 2,55
kN 1

Old value | New Value
For Ng,ixaccording to EN 1999-1-4.
Fortl and tll £ 0.88 mm component | and component Il may consist of steel up to strength class S550GD.

Fastening screw made of Stainless steel with
sealing Washer g 2 16mm

RP-T2-(LK-)(FK-) 6,0xL
RP4-T2-(LK-)(FK-) 6,0xL NEW
RP8-T2-(LK-)(FK-) 6,0xL




